Decks...Patios...Fences 


Varied  ideas ...  working  details  and  technical  data 


See  how  modern  design 
opens  new  opportunities  for 
outdoor  recreation  at  home. 
With  sweeping  decks, 
secluded  patios, 


and  attractive  fences 
the  outdoors  can  be 
enjoyed  freely, 
comfortably  and 
privately. 


Livability  unlimited... outdoors!  § 


Wood  decks  work  wonders  in  many  different 
ways  .  .  .  contemporary  in  style,  yet  simple  and  delight¬ 
fully  natural.  They  blend  home  and  landscape  .  .  .  with 
broad,  inviting  vistas  creating  a  feeling  of  freedom  and 
expansiveness,  and  offering  an  oasis  of  comfort  in  the 
open  air.  Wood  decks  are  ideal  for  dining  or  entertaining, 
games,  reading  or  just  relaxing.  The  inherent  properties 
of  Southern  Pine  .  .  .  exceptional  strength,  high  resist¬ 
ance  to  wear  .  .  .  provide  durability. 


Maintenance 

can  be  carefree,  too!  Southern  Pine  is  pre¬ 
ferred  where  pressure  treatment  is  required  because  of 
greater  depth  and  uniformity  of  penetration.  Lumber 
treated  with  colorless,  odorless  preservatives  is  avail¬ 
able.  For  details  on  grades,  treatment,  finishes  and 
fastenings,  see  back  cover. 


An  open  air 
family  room 

Warmth  of  Southern  Pine  and  undis¬ 
turbed  beauty  of  three  stately  trees 
give  this  patio  an  inviting  character 
and  sense  of  belonging  to  its  surround¬ 
ings.  Deck  detail  shown  below. 


So  easy  on  tine  feet 

The  resiliency  of  wood  decks  assures 
walking  comfort. 


—I 


Warm  in  appearance,  cooling-  in  effect! 

Wood  decks  are  ideal  for  sunbathing.  Since  wood  is  a  natural  insulator,  This  plan  shows  relationship  of  deck 
the  deck  surface  remains  relatively  cool  on  those  hot  summer  days.  to  house  illustrated  above. 


Decks,  patios  and  planters  offer  broad  flexibility  of  design. 
These  striking  examples  reflect  imagination,  taste,  com¬ 
patibility  of  form  and  function.  Lines  and  contours  of  steps, 
railing,  benches  and  garden  enclosure— all  are  ingenious 
design  elements  skillfully  blended  into  an  enchanting  entity. 


DECK  RAILING 


BENCHES 


CONSTRUCTION  DETAIL  FOR  BENCH  SHOWN  BELOW 


Proper  seasoning — 

This  drying  process  increases  strength  of  lumber 
.  .  .  assures  stable,  uniform  sizes.  Grading  standards 
for  Southern  Pine  require  drying  to  maximum  mois¬ 
ture  content  limits  before  dressing  to  final  size. 


CONSTRUCTION  DETAIL  FOR  RAILING  SHOWN  AT  TOP  OF  PAGE  3 


Specify  Grade-Marked 
Southern  Pine — 


An  official  grade-mark  on  Southern  Pine  indicates 
that  the  lumber  is  properly  seasoned  and  meets 
other  quality  requirements  established  for  the  grade. 


New  form  and  function  for 

Wood  Fencing... 

Architecturally  Styled! 


Modern  wood  fencing  offers  a  sculptured  impression, 
natural  beauty  .  .  .  security.  It  protects  the  yard  from 
intrusion  . . .  assures  safety  for  children’s  play  and  privacy. 
Wood  fencing  adds  warmth  and  cordiality  to  the  setting 
.  .  .  dignity  and  distinction  to  the  home  .  .  .  the  perfect 
background  for  outdoor  living. 

Southern  Pine  is  ideal  for  fencing  .  .  .  strong,  highly 
resistive  to  wear,  easy  to  treat.  When  fencing  comes  in 


direct  contact  with  the  ground,  it  should  be  pressure 
treated.  Colorless,  odorless  treatments  are  available. 
Southern  Pine  fencing  lends  itself  readily  to  many  in¬ 
teresting  and  appealing  effects  since  it  may  be  painted, 
stained  or  left  natural  to  weather. 

When  planning  fences,  a  few  simple  steps  should  be 
taken.  Be  sure  the  fence  comes  within  survey  limits  and 
meets  building  code  requirements. 


Popular  Designs 


Corner  and  post 
alignment 


Stake  out  fence  locations  with  twine  12" 
above  ground  and  mark  corner  post  posi¬ 
tions.  Right  angles  may  be  checked  by 
measuring  three  feet  along  one  string  and 
four  feet  along  other.  If  diagonal  distance 
between  two  points  is  five  feet,  the  right 
angle  is  true. 


Setting  posts  —  Firm  base  for 
posts  is  obtained  by  either  method  shown 
below: 


DIRT-GRAVEL  CONCRETE-GRAVEL 


After  setting,  straightness  should  be  de¬ 
termined  with  carpenter’s  level  or  plumb 
bob. 


String  should  be  extended  between  corner 
posts  to  keep  others  in  line  while  setting. 


GRADES 


FENCES 

DECKS 

GRADES 

GRADES 

USE-ITEM 

RECOMMENDED 

USE-ITEM 

RECOMMENDED 

Fence  Posts 

No.  1  SR 

Decking,  Laminated 

No.  1  or  No.  2 

Fencing  Boards  (surfaced) 

No.  2  or  No.  1 

on  edge 

Fencing  Boards  (rough) 

No.  2  or  No.  1,  SIS  2E 

Fence  Pickets 

C&Btr.  or  No.  1 

Decking  (specify  bark  side  up) 

No.  1  Dense 

Fence  Framing 

No.  2  or  No.  1 

Railings,  rail  post 

No.  1  S4S  EE 

Gates,  1  in.  material 

No.  2  or  No.  1 

Steps  and  Ramps 

No.  1  or  No.  1  Dense 

Gates,  2  in.  material 

No.  2  or  No.  1 

(specify  bark  side  up) 

PRESSURE  TREATMENTS 


MINIMUM  RETENTION 

OF  SOLID  PRESERVATIVE,  LB./CU.  FT. 

IN  CONTACT 

NOT  IN  CONTACT 

PRESERVATIVE 

SYMBOL 

WITH  GROUND 

WITH  GROUND 

OIL-BORNE  PRESERVATIVES 

♦Clean  and  Paintable  Water  Repellent  Pentachlorophenol 

Penta-WR 

0.50 

0.30 

**  WATER-BORNE  PRESERVATIVES 

CELCURE  (Acid  copper  chromate)  Fed.  Spec.  TT-W-546  or  AWPA  Standard  P-5 

ACC 

1.00 

0.50 

CHEMONITE  (Ammoniacal  copper  arsenite)  Fed.  Spec.  TT-W-549  or  AWPA 
Standard  P-5 

ACA 

0.50 

0.30 

GREENSALTS,  ERDALITH  (Chromated  copper  arsenate,  Type  1)  Fed.  Spec.  TT- 
W-550  or  AWPA  Standard  P-5 

CCA-I 

0.75 

0.40 

BOLIDEN  K-33  OSMOSE  K-33  (Chromated  Copper  Arsenate,  Type  II)  Fed.  Spec. 
TT-W-550  or  AWPA  Standard  P-5 

CCA- II 

0.45 

0.25 

CHROMATED  ZINC  CHLORIDE  Fed.  Spec.  TT-W-551  or  AWPA  Standard  P-5 

CZC 

1.00 

0.75 

TANALITH,  WOLMAN  SALTS  (Fluor  chrome  arsenate  phenol  mixture,  Type  1) 

FCAP-I 

0.50 

0.35 

OSMOSALTS  (Fluor  chrome  arsenate  phenol  mixture,  Type  II) 

FCAP-II 

0.50 

0.35 

Fed.  Spec.  TT-W-535  or  AWPA  Standard  P-5 
Recommendations  in  accordance  with  Fed.  Spec.  TT-W-571-h  and  AWPA  Standards. 

♦Treatment  is  with  pentachlorophenol  in  a  specially  selected  solvent  with  a  water  repellent  added  and  then  seasoned  or  conditioned  after  treat¬ 
ment  to  remove  objectionable  residues. 

♦♦Water-borne  preservatives  are  used  for  installations  off  the  ground  and  to  a  limited  extent  in  ground  contact  where  clean,  odorless,  paintable 
wood  is  required.  Lumber  treated  with  water-borne  preservative  should  always  be  redried  to  the  same  moisture  content  before  it  was  treated. 


FINISHES 

Stains  are  recommended  to  provide  durable  finishes  on  Southern  Pine  exposed  to  the  elements. 

RECOMMENDED 


TYPE  STAIN 

APPLICATION* 

COMMENTS 

USES 

HEAVY  BODIED 

2  coats 

Heavily  pigmented,  form  durable  opaque  surface. 
Wood  grain  concealed  but  texture  shows. 

Fence  posts,  rails,  boards  and 
gates.  Planters,  benches,  deck 
rails  and  posts. 

SEMI-TRANSPARENT 

2  coats 

Not  as  heavily  pigmented  and  seldom  conceal 
wood  grain.  Easy  to  apply  and  economical  to 
maintain. 

Fence  posts,  rails,  boards  and 
gates.  Planters,  benches,  deck 
rails  and  posts. 

DECKING 

1  or  2  coats 

Durable  finish  developed  for  wood  decks  to  bring 
out  full  wood  grain  beauty. 

All  walking  surfaces  including 
decks,  steps  and  ramps. 

BLEACHING 

1  or  2  coats 

Special  weathering  agents  designed  for  new  wood. 
Initial  soft  off-white  color  gradually  weathers  to  a 
silverish  gray  after  several  months  of  exposure. 

All  use  applications. 

♦Follow  manufacturer’s  recommendations. 


FASTENINGS 

Nails: — Use  galvanized  steel  or  aluminum  alloy  nails  which  resist  corrosion.  Smaller  nails  may  be  used  with  Southern  Pine  because  of  its  greater 
nail-holding  ability.  Use  lOd  common  nails  to  fasten  2"  dimension  lumber,  8d  nails  for  fastening  1 "  boards  to  2"  dimension,  6d  nails  for  fastening 
1"  boards  to  1”  boards. 

Other: — Use  corrosive  resistant  fastenings. 


Homes,  decks,  benches, 
planters  and  fences  designed  by: 
Hayes,  Howell  and  Associates,  AIA 
Southern  Pines,  North  Carolina 
Chase  Smith,  Designer — Builder 
Baton  Rouge,  Louisiana 


Southern  Pine  Association 
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P.  O.  BOX  52468 

NEW  ORLEANS,  LOUISIANA  70150 


